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(ii) The owner or operator must not 
cause to be discharged into the atmos-
phere from the affected facility any 
gases that either contain SO2 in excess 
of 520 ng/J (1.20 lb/MMBtu) heat input 
or contain SO2 in excess of 10 percent 
of the potential combustion concentra-
tion (i.e., the facility must achieve at 
least a 90 percent reduction of the po-
tential combustion concentration and 
may not exceed a maximum emissions 
rate of 1.2 lb/MMBtu (520 ng/J)). 

(iii) Thermal dryers that receive all 
of their thermal input from a source 
other than coal or residual oil, that re-
ceive all of their thermal input from a 
source subject to an SO2 limit under 
another subpart of this part, or that 
use waste heat or residual from the 
combustion of coal or residual oil as 
their only thermal input are not sub-
ject to the SO2 limits of this section. 

(3) Except as provided in paragraph 
(b)(3)(iii) of this section, the owner or 
operator must meet the requirements 
for combined NOX and CO emissions in 
paragraph (b)(3)(i) or (b)(3)(ii) of this 
section, as applicable to the affected 
facility. 

(i) For each thermal dryer con-
structed after May 27, 2009, the owner 
or operator must not cause to be dis-
charged into the atmosphere from the 
affected facility any gases which con-
tain a combined concentration of NOX 
and CO in excess of 280 ng/J (0.65 lb/ 
MMBtu) heat input. 

(ii) For each thermal dryer recon-
structed or modified after May 27, 2009, 
the owner or operator must not cause 
to be discharged into the atmosphere 
from the affected facility any gases 
which contain combined concentration 
of NOX and CO in excess of 430 ng/J (1.0 
lb/MMBtu) heat input. 

(iii) Thermal dryers that receive all 
of their thermal input from a source 
other than coal or residual oil, that re-
ceive all of their thermal input from a 
source subject to a NOX limit and/or CO 
limit under another subpart of this 
part, or that use waste heat or residual 
from the combustion of coal or residual 
oil as their only thermal input, are not 
subject to the combined NOX and CO 
limits of this section. 

(c) Thermal dryers receiving all of 
their thermal input from an affected 
facility covered under another 40 CFR 

Part 60 subpart must meet the applica-
ble requirements in that subpart but 
are not subject to the requirements in 
this subpart. 

§ 60.253 Standards for pneumatic coal- 
cleaning equipment. 

(a) On and after the date on which 
the performance test is conducted or 
required to be completed under § 60.8, 
whichever date comes first, an owner 
or operator of pneumatic coal-cleaning 
equipment constructed, reconstructed, 
or modified on or before April 28, 2008, 
must meet the requirements of para-
graphs (a)(1) and (a)(2) of this section. 

(1) The owner or operator must not 
cause to be discharged into the atmos-
phere from the pneumatic coal-clean-
ing equipment any gases that contain 
PM in excess of 0.040 g/dscm (0.017 gr/ 
dscf); and 

(2) The owner or operator must not 
cause to be discharged into the atmos-
phere from the pneumatic coal-clean-
ing equipment any gases that exhibit 
10 percent opacity or greater. 

(b) On and after the date on which 
the performance test is conducted or 
required to be completed under § 60.8, 
whichever date comes first, an owner 
or operator of pneumatic coal-cleaning 
equipment constructed, reconstructed, 
or modified after April 28, 2008, must 
meet the requirements in paragraphs 
(b)(1) and (b)(2) of this section. 

(1) The owner of operator must not 
cause to be discharged into the atmos-
phere from the pneumatic coal-clean-
ing equipment any gases that contain 
PM in excess or 0.023 g/dscm (0.010 gr/ 
dscf); and 

(2) The owner or operator must not 
cause to be discharged into the atmos-
phere from the pneumatic coal-clean-
ing equipment any gases that exhibit 
greater than 5 percent opacity. 

§ 60.254 Standards for coal processing 
and conveying equipment, coal stor-
age systems, transfer and loading 
systems, and open storage piles. 

(a) On and after the date on which 
the performance test is conducted or 
required to be completed under § 60.8, 
whichever date comes first, an owner 
or operator shall not cause to be dis-
charged into the atmosphere from any 
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